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 NITROX & AIR DIVE STATION    

                                                                                                   
 

 
 

 
2 diver Nitrox & Air dive station: 
 

• Nitrox & Air Dive panel to the right for the supervisor 
• Separate main supply for each diver, common backup supply for both divers 
• Digital depth gauge 
• Amron two diver radio, with speaker on deck 
• Top 24” main monitor for Divers monitoring’s system and Video recording system, can show 

each divers hat cam 
• Left 17” monitor which can show diver 1 or diver 2 hat cam 
• Right 17” monitor with 4 decks cam, can show all 4, or 1, 2, 3, or 4 
• PC integrated with main monitor for video recording and electronic air dive tables 
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3 diver Nitrox & Air station 
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3 diver Nitrox & Air dive station: 
 
Design: 

• IMCA & NORSK compliant  
• Nitrox & Air diving to 50 meters 
• Dive panel section for each diver, with 3 HP air inlet, ( 200 Bar ) 
• HP 240 bar special designed Tescom regulator for air diving with right flow  
• Valves and fittings in stainless steel from HAM-LET 
• LP breathing line out to diver, max 20 bar 
• Pneumo line Out to diver 
• Premium Analog 6” depth gauge, 0 to 75 meter ( Feet & Meter scale ) 
• Analox SDA analyser, with flowmeter & extra gas outlet 
• Easy access to piping behind the panel, Panel section with hinge at the bottom of the frame, can be 

tilted out to get fine access for service and check 
• Top monitor section, can be tilted out mechanically, electrically to be operate / monitored seated 

or standing by the supervisor 
 

Supervisor Center section with: 
• Amron 3 duplex diver radio, with Inhalation Noise Reduction (INR) allows the user to adjust or 

completely remove each diver’s inhalation noise 
• Axsub Diver monitoring’s system, with dive tables and dive log 
• PC for control of 2 pcs. 22” monitor, to be used for: 

o Divers hat cam, able to show each diver, or all 
o Dive tables, with pre-dive planning, Recording of dive profile log 
o Video & Snapshot recording of working diver in water, for client documentation 

 
• Above each divers air panel section, are extra secondary 17” monitor that shows divers hat cam 

 
 
Safe Air Diving are specialists in the field of commercial diving equipment and its component parts.  
We have extensive understanding of the industrial and technical requirements of diving equipment not 
only the requirements of IMCA and NORSOK, but also the practicalities of making equipment that 
works in the right way for you and your team. 
 
 
 

 
  


